
Data Sheet electric holding magnet MAG-03000ALS--D / MAG-03000ALS-HD / MAG-03000ALM--D / 
MAG-03000ALM-HD / MAG-03000STM-HD / MAG-03000STM--D / MAG-03000STS--A

MAG-03000ALS--D / MAG-03000ALS-HD (H - Hall sensor)

- housing:
- material:
- holding power:
- Operating voltage:
- Current consumption:
- Dimensions: 

Surface
Aluminium

Approx. 3.000N
12 - 24VDC 

500mA (12Vdc); 250mA (24Vdc)
250(L) x 42(W) x 25(D) mm

MAG-03000ALM--D / MAG-03000ALM-HD (H - Hall sensor)

Same as MAG-03000ALS--D but mortice;  230(L) x 38(B) x 28(T) mm

MAG-03000STM--D / MAG-03000STM-HD (H - Hall sensor)

Same as MAG-03000ALS--D but for mortice and with steel housing

MAG-03000STS--A

- housing:
- material:
- holding power:
- operating voltage:
- current consumption:
- dimensions: 

Surface
Steel

Approx. 3.000N
12 VDC 
500mA 

210(L) x 41(W) x 26(D) mm

As accessories available:

L-shaped bracket: MAGAC-L300-----
Z-shaped bracket: MAGAC-Z300-----
L-shaped bracket with cover: MAGAC-K300-----
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The illustrations can be different in detail to original 
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